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Art. Nr. Length EAN

17510O 10  m 4043718311149

17515O 15  m 4043718311156

17520O 20  m 4043718311163

17525O 25  m 4043718311170

17530O 30  m 4043718311187

17540O 40  m 4043718311194

17550O 50  m 4043718311200

17570O 70  m 4043718311330

17580O 80  m 4043718311347

17599O 100  m 4043718311354

INLINE® HDMI AOC CABLE, HIGH SPEED HDMI 
WITH ETHERNET, 4K/60HZ, MALE / MALE

• HDMI Active optical cable, HDMI 2.0b standard

• Input: HDMI A male (Source)

• Output: HDMI A Male (Display)

• Plug and Play

• Connector contacts and shell with gold plating

• Connector metal housing

• Converts electrical data signals to optical signals

• Power consumption: 550mW,110mA

• Fiber/copper hybrid cable: 4 core OM3 Multimode Fiber (high 

speed data) & 7 core copper (power and low speed data)

• Easy to install

• Bandwith up to 18 Gbps

• Resolutions: 3840×216 0@60Hz, 4096×2160 @60Hz, 4:4:4

• Integrated HDMI Ethernet Channel(HEC) for Network data 

transfer up to 100 Mb/s

• Supports 3D, HDCP2.2, EDID, HDR, ARC, CEC, 8PCM, Dolby 

Digital, DTS, MPEG, DVD-Audio, SACD, Dolby Digital Plus, 

True HD, dts-HD

Lmm+100mm/-0mm
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PRODUCT NAME

DATEAPPOBYCHECKBYDRAWNBY

MMUNIT

CUSTOMER ITEM NO.

INTOS ELECTRONIC AG

2022-12-1

2022-12-1

NOTE:

HDMI 2.0 AM-AM(AOC)

Gold plating

Round cable Black PVC jacket

HASIA Alvan

1.Compatible with HDMI 2.0 standard.
2.Support 18G 4K@60Hz 4:4:4
3.Support HDCP1.4/2.2,ARC,HDR10,3D,HEC
4.Self-detecting function for EDID information
5.Plug and Play
6.Hybrid optical cable with fiber and copper wire
7.Round cable Black PVC jacket OD.:5.0±2.0mm

8.4C Multimode Fiber (high speed data)and 7C Copper cable
9.Operation temperature : 0℃-+50℃
 Storage temperature  : -20℃-+70℃

10.RoHS 2.0 (EU)/2015/863 & REACH compliant
11.CE EMC certificate
12.Packing:1pc/box+Inline label

TM13.Cable Printing:Ultra High Speed HDMI  Hybrid Fiber Optic Cable

Kevlar

PVC Jacket

4 Core Multimode Fiber

Insulation

AL-Foil

30AWG BC

30AWG BC

26AWG BC

Zinc Alloy housing Matte Black 17510O

ITEM NO. Length(m)

17510O 10

17515O 15

17520O 20

17525O 25

17530O 30

17540O 40

17550O 50

GI

576
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